
1st  INSPECTION: (Not needed if using pads) 

1. Setbacks: MUST BE 40 feet from front property line, 10 feet on sides and rear; 
if lake front property set back is 5 feet from corp line in rear. Location of where 
the mobile home will be placed MUST BE staked. 

2. Footers and Piers (If poured concrete, the holes must be inspected prior to 
pouring.) 

2nd  INSPECTION: 

1. Setbacks 
2. Set Up - including pads if not poured footers 
3. Vapor Barrier underneath 6 mil plastic 
4. Tie Downs 

3rd INSPECTION: Final inspection 

1. Skirting all the way around with a 18”x 24” easily accessible access to 
underneath home like a door or hatch 

2. Landing & Porches  
3. Be sure that decks are built properly.  You can google 2012 GA Prescriptive 

Deck Code for a very good base to work with.  It is 22 pages long and describes 
well graspable handrails, closing off fronts of risers, stringer spacing, riser 
height, guards rail heights, spacing of pickets, etc.   

4. Electrical Hookup –  
A. It must be a 4-wire system where the ground and neutral are separated in the 

panel.  Bonding happens at the disconnect and then they separate. 
B. All the grounds should go to the ground bar that is bonded to the panel. 2 8’ 

ground rods are needed no closer than 6’ apart with #4 copper wire going 
from disconnect to the ground rods connected with acorn nuts.  

C. Antioxidant (Noalox) is needed on all aluminum connections.  
D. All service cables must be in conduit whether going up a mast or 

underground and under the home 
E. Mast should terminate at least 10’ from ground with appropriate 

weatherhead on it.  Mast should be supported all the way up.  
F. Inside cover should be on in disconnect with all unused knockouts blanked 

off 
G. If it is an underground service, please provide the conduit and 90 that the 

power company needs as well as a 2’ deep hole under meter base  
5. 911 Address Posted 
6. Yard Stabilized with Seed and Straw or Sod (All raw disturb ground) 
7. Ground slopes away from the mobile home 6” in 10’.  Make sure water is 

diverted around the home, so that it doesn’t go under the mobile home. 


